DEFENDER PRINCIPLE SKETCH

' INSTALL EFFLUENT VALVE AS CLOSE
AS POSSIBLE TO PRECOAT TEE 5 eo&

EFFLUENT '
VALVE

? PRECOAT VENT LINE CONNECTION TO BE LOCATED
IN HIGHEST ELEVATION IN THE EFFLUENT PIPING
EETWEEMN THE FILTER AND THE PRECOAT TEE

AUXILIARY EQUIPMENT SUCH
AS HEATERS, UV SYSTEMS1
CHEMICAL SAMPLE AND FEED
LINES, ETC. MUET BE

2 VENT © % .o LOGATED DOWNSTREAM OF
LINE 1) N THE EFFLUENT VALVE
REQUIRED FLANGE BREAK
FOR HEAD REMOVAL PRECOAT LINE :
2 PIPE DIAMETERS SMALLER -
THAN EFFLUENT FIPE DIAMETER
(MO LESS THAN 27 b
PNEUMATIC EUMFING
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GQUICK EXHAUST VALVE

LIFTING DAVIT

VACUUM TRANSFER
PIPING & FITTINGS

VACUUM TRANSFER UMIT

VACUUM TRANSFER HOSE

VACUUM TRANSFER VALVE

VACUUM DRAIN VALVE

PRECOAT LINE VENT vaLve _N-C-L

VACUUM HOSE VALVE
WITH HOSE

DRAIN VALVE WITH EXTENSION
BOLTED DIRECTLY TO TANK -
BOTTOM (MEDLA DUMFP / RINSE)

MUST BE PLUMBED
INDEPENDENTLY TO
WASTE

8

IN-LINE SIGHT
GLASS

AlR OPERATED
BUTTERFLY VALVEES

PRECOAT #
—— PRESSURE MRLVE :
TAFS R NC. MANUALLY OFERATED
' BUTTERFLY VALVE

H.O (STRAINER ISOLATION)

CHECK VALVE *

STRAIMER

* FOR SELF PRIMING PUMPS,

MANUALLY INFLUENT CHECK VALVE MUST BE
- OPERATED CHECK VALVE INSTALLED ON SUCTIOM PIPE
L) SUTTERFLY VALVE BELOW WATER LEVEL
3 _,a (SYSTEM FILL)
. GAUGE PANEL ™ ' PUMP
VIEWING GEAR OFERATED BUTTERFLY THROTTLE VALVE

PANEL

REGUIRED FLANGE BREAK FOR INFLUENT

FILTER ! REGULATOR
DISTRIBUTION SYSTEM INSPECTION / CLEANING

SOLENOID

VALVES
N.O. = NORMALLY OFEN
N.C. = NORMALLY CLOSED
WATER SEPARATOR [] = NCLUDED IN DEFENDER PACKAGE
112" SHUT OFF VALVE
NOTE:
172" HARD FIPE FROM GOMPRESSOR MAIN LINE - DO NOT USE PVG EQUIPMENT SHOWN FOR SCHEMATIC PURPOSES ONLY.

REFER TO PROJECT PROPOSAL AND SUBMITTALS FOR

AR COMPRESSOR EQUIPMENT SUPFPLIED BY DEFEMDER EUROPE A/S.

WASTE PIT ——— MNOTE:
MIMINMLUIM 200 GPM -
CAPACITY PHNEUMATIC TUBING OR WIRING MNOT SHOWN FOR CLARITY
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